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Production of greenhouses

Iceberg Salat Center has been dealing with greenery of vegetables
for over 30 years and has great experience in constructing
greenhouses both for their needs and the needs of their customers.

All greenhouses are built of seamed galvanized pipes with walls that
have a thickness of minimum 2 mm. The durability of the
construction has been proven by our company to be over 20 years,
while for the endurance of the film the manufacturer guarantees 3
to 5 years. They are extremely resistant to

snow and wind, well over 17m/sec which is

considered a natural disaster.

To build our greenhouses, no special field | |
preparation is required. It is essential that |
the terrain is flattened without trees, R
stumps or shrubs. As the anchors are not V

concreted, the greenhouses can be /¢ / e
moved, extended or shrunk at the |~

i

customer's request, without losing their I."I.-“

function, stability and durability. =

Sales “Full Solution”

Iceberg Salat Centar constructs all greenhouses according to a
Lfull solution” system. All the customer needs to decide is where
he wants to place it. Moreover, we do not only sell greenhouses,
but we also introduce the customer to the process of producing
vegetables and later offer advice free of charge.

With delivered greenhouses, our customers receive:

« Hooks with wires on which crops such as tomato, cucumber,
pepper and others are hung.

« A complete drop-by-drop irrigation system, with the exact
amount of dripping tape needed for the culture to be grown in
these greenhouses.

Additionally, Iceberg Salat Centar offers:

» Heating of greenhouses on all types of fuels.

« Side ventilation with manual and electro-runners.

« Delivery of ,mulch” foil with openings - for each type of vegeta
ble separately.

« Delivery of ,agrila” textile foil - for re-covering cultures which are
grown in winter.

AND MOST IMPORTANTLY, WE CAN PURCHASE YOUR
AGRICULTURAL PRODUCTS IF THEY ARE PRODUCED

ACCORDING TO THE STANDARDS REQUIRED FOR
VEGETABLES.




Types of greenhouses
Salat Centar|

Dimensions: width 5 m; height 2.5 m; length from & to max. 30 m.

Construction: arches are made of galvanized pipes @=26 mm which are placed at a
distance of 1.5 m and are connected with 3 longitudinal lines of boxes 20/20 mm. On both
sides are ,butterfly” doors that allow maximum ventilation of the greenhouse. This type is
particularly convenient for customers which are experiencing greenhouse production for
the first time.

Salat Centarll

Dimensions: width 5.5 m; height 2.75 m; length from 6 to 30 m.

Construction: arches are made of galvanized pipes @=33.7 mm which are placed at a
distance of 2 m and are connected with 4 longitudinal lines of boxes 20/20 mm. The arches
are reinforced with a cross-line of boxes 20/20 mm.

This type of greenhouse is considered the basic type of larger greenhouses because it
possesses all characteristics of a large greenhouse (ventilation, lutase, cubature) at a very
affordable price. It can accommodate 6 rows of tomatoes, cucumbers and up to 8 to 10
rows of peppers. In winter, further tunnels can be mounted that additionally protect the
plant from frost.

Salat CentarV

Dimensions: width 8 m; height 3.6 m; length from 10 to 50 m without side ventilation. If side
ventilation is installed, then the length can go up to 100 meters.

Construction: exterior arches are made of galvanized pipes @=26 mm while the interior ones
are of galvanized pipes @=22 mm. The pipes are connected by means of welded tubes @=22
mm. There are 7 longitudinal lines of boxes 20x20 mm, cutters that reinforce the construction
and on the interior arch a clamped web for bonding the crop to the construction.

This is Iceberg Salat Centar's best-selling greenhouse. It is very practical for handling, since
the foreheads are completely open, because the lower door is fourfold, and the top has a
flapper which provides the possibility of great ventilation even at a length of up to 50 m. It
is extremely resistant to wind and snow due to a double construction.

Salat Centar VI

Dimensions: width 10 m; height 4.7 m; length from 10 to 50 m.

Construction: both the exterior and interior arches are made of galvanized pipes @=26.9
mm, connected with welded pipes @=22 mm at 2 meters from arch to arch. It has 7
longitudinal stiffeners, with lines of boxes 20/20 mm and struts to further reinforce the
structure. The door can be five-piece with double lufts.

The Salat Center greenhouse type VI can be made with flat sides and even laterally opened
by hand or electric motor, where possible. If the purpose of the greenhouse is to serve as a
warehouse, then four-piece doors are constructed which allow the truck or slew to be
loaded.

Salat Centar VI

Dimensions: width 12 m; height 5.5 m and more; length as desired (recommended length
is up to 100 m, with lateral opening), sides flat up to a height of 25 m

The Salat Centar's greenhouse type VIl contains a very simple system for hanging crops,
sliding doors and inflatable foil if desired by the customer. In this case, an electrical
connection is essential. In fact, all our greenhouses can be constructed with double
inflatable foil, but from experience we recommend a single-layered foil over a
double-layered one for better breathability. Such greenhouses are can be heated, because
they have a large air cubicle - they are harder to heat, but also harder to cool, so an ideal
temperature is kept overnight until early morning hours, which is very important for
growing plants. By substituting the foil with tarpaulin, this type of greenhouse is the
cheapest solution for an indoor warehouse for which a construction permit is not required.
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